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Hilliard's Complete Line of 
Quality Motion Control Products. 

Intermittent Drive------
Units 
Single-rotation, totally-enclosed 
clutch packages with sealed-oil 
bath lubrication permit "demand" 
type operation in fixed or variable 
cycles. The acceleration/deceler
ation unit (ADU) is a special 
arrangement of gears with input 
and output shafts providing soft 
starts and stops. Our integrated 
IOU/ADU unit gives single-rotation 
intermittent motion with smooth 
acceleration and deceleration. 
Rugged, long-lasting and 
extremely accurate-no cumula
tive error. Repeatable stopping 
from ± ½0

, depending on model 
and options selected. 

Intermittent Drive ______ ..,. 
Assembly 
Now one complete package pro
vides bolt-on control of intermit
tent motion from a constantly 
rotating power source. Our IDA 
simplifies design of thousands of 
applications. Clip and bend; shear 
or slash; insert and withdraw; 
raise or lower; index and position 
... without having to design a 
complicated custom device. Cur
rently available in standard sizes 
for torque ratings up to 106 lb.-ft. 

Single Revolution Clutch ____--J 
For rivet and snap fastener 
machines, shears, staplers, bot-
tling machinery, cut-off mecha-
nisms, indexing and feeding 
equipment, packaging processes 
or whenever controlled intermit
tent motion is necessary from a 
continuously rotation source of 
power. Made in 3 types in 11 stan
dard sizes, plus special designs 
to suit particular applications; 
range: 2 to 9,240 lb.-ft. torque. 

Over-Running 
Clutch 

For dual, two-speed or standby drives 
on boiler stokers, blowers, induced or 
forced-draft fans, dry cleaning 
machines, ventilating fans and similar 
equipment. Made in 7 types and 15 
standard sizes plus special designs. 

Slip Clutch 
To protect speed reducers or gear 
trains against destructive overload, to 
reduce shock in door opening and 
closing mechanisms, to serve as a 
safety feature where a machine is 
subject to jamming or to limit the 
torque of any drive. Made in 1 0 types 
and 13 sizes, torque range from ½ 
lb.-in. to 33,825 lb.-ft. 

Centrifugal Automatic 
Clutch Coupling 
A standard for the industry, its 
operating mechanism allows for 
misalignment and requires no 
lubrication. Used as a speed
limiting brake for starting high 
inertia equipment, for internal 
combustion engine drives and 
emergency and dual drive sys
tems. 

. Spring-Engaged 
Electric Brake 
Rugged, of high quality ... the 
perfect complement to our line 
of clutches and motion-control 
packages. It allows you to stop or 
hold rotating devices with confi
dence. Standard sizes offer a wide 
range of torque capabilities, or our 
Applications Engineers can meet 
the requirements of most appli
cations by design modification. 
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