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EXPANDING CORE CHUCKS

SIDE-PUSHING CORE CHUCKS - model ACH

• Single diameter - 3” to 6”

• Step chucks - 3” to 6”

page(s) 4
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SAFE-CHUCK - model ASC

• Single diameter - 4” 6

TORQUE-ACTIVATED CORE CHUCKS - model AROT/TRM 

• Single diameter - 3” to 6”

• Step chucks - 3” to 6”

7-8-9
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• Modular series - 3” to 12” 10-11
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Industry: corrugated cardboard production, paper & film converting 

Lug core chucks are known to be the best solution for clamping reels' core 
for the corrugated and paper converting industries.  

The expansion occur radially when a series of lugs ensure a high  
grip on cardboard or PVC cores. 

These models are available also with through hole for
photocell or with flange for the ejection of the core. 

Applications: shaftless unwinders and rewinders 
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Core I.D. 

mm(INCH) 

A 
mm
(IN.) 

B 
mm
(IN.) 

C 
mm
(IN.) 

D 
mm
(IN.) 

E 
mm
(IN.) 

Load

 Max N (LB) 

Torque 

 max   Nm 
(INCH-LB) 

X 
mm (IN.) Code 

70 (2.76) 68 (2.68) 150 (5.90) 25 (0.98) 120 (4.72) 168 (6.60) 9.000 (2000) 200 (1770) 

Upon 

request 

ACH.01.020.01 

76 (3.00) 74,5 (2.93) 150 (5.90) 25 (0.98) 120 (4.72) 168 (6.60) 12.000 (2700) 250 (2212) ACH.01.030.01 

100 (3.94) 98 (3.86) 150 (5.90) 25 (0.98) 120 (4.72) 195 (7.68) 27.000 (6069) 1.100 (9735) ACH.01.040.01 

127 (5) 125 (4.92) 135 (5.31) 30 (1.18) 105 (4.13) 195 (7.68) 50.000 (11240) 2.500 (22126) ACH.01.050.01 

ACH.01.060.01 150 (5.91) 148 (5.83) 135 (5.31) 30 (1.18) 105 (4.13) 216 (8.5) 75.000 (16860) 3.000 (26552) 

245 (9.65) 242 (9.53) 135 (5.31) 30 (1.18) 105 (4.13) 370 (14.57) 100.000 (22480) 12.000 (106209) ACH.01.100.01 

ACH.01.120.01 300 (11.81) 297 (11.69) 135 (5.31) 30 (1.18) 105 (4.13) 415 (16.34) 150.000 (33721) 18.000 (159313) 

A SIDE-PUSHING - model ACH  single diameter 

SIDE-PRESSURE - model ACH
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Expanding wedges for model ACH 

1 WEDGE 2 WEDGE 2 WEDGES + FRONTAL CHAMFER

Code  TCH.01.010.01  TCH.01.020.01  TCH.01.030.01 

Material  St-37 black browned  St-37 black browned  St-37 black browned 

Shape  1 wedge  2 wedges  2 wedges + frontal chamfer 
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Code Core I.D. 

mm(INCH) 

A’ 
mm
(IN.) 

B 
mm
(IN.) 

C 
mm
(IN.) 

D 
mm
(IN.) 

E 
mm
(IN.) 

F 
mm
(IN.) 

Load

 Max N (LB) 

Torque 

 max   Nm 
(INCH-LB) 

X 
mm (IN.) 

ACH.01.030.02 76 (3.00) 74,5 (2.93) 238 (9.37) 30 (1.18) 171 (6.73) 195 (7.68) 97 (3.82) 12.000 (2700) 250 (2212) 
Su richiesta 

Upon    request 
ACH.01.040.02 100 (3.94) 98 (3.86) 238 (9.37) 30 (1.18) 171 (6.73 195 (7.68) 97 (3.82) 27.000 (6069) 1.100 (9735) 

X 

with flange for ejection  SIDE-PUSHING - model ACH 

step chucks  SIDE-PUSHING - model ACH 

All data shown have to be considered for a single piece. For different dimensions, please contact our technical department. 

Code 

ø 
Core I.D. 

INCH 

A’/A’’ 
mm    
(IN.) 

B 
mm
(IN.) 

C 
mm
(IN.) 

D 
mm 
(IN.) 

E 
mm
(IN.) 

Load

 Max N (LB) 
 Torque max  

Nm (INCH-LB) 
X 

mm (IN.) 

ACH.02.040.01 3”/4” 74,5/98 
(2.93/3.86) 

238   
(9.37) 

25   
(0.98) 

183 
(7.2) 

195 
(7.68) 

7.500/25.000 
(1686/5620) 

250/1.100 
(2212/9735) Su richiesta 

Upon   request 
ACH.02.060.01 3”/6” 74,5/148 

(2.93/5.83) 
274 

(10.79) 
30   

(1.18) 
214 

(8.43) 
216 

(8.50) 
15.000/75.000 
(3372/16860) 

250/3.000 
(2212/26552) 

A
’
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A
’
 

B 
c 

X
 

E
 

X
 

D 
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Industry: corrugated cardboard production 

 SAFE-CHUCK - mod. ASC

Applications: shaftless unwinders 

Our axial thrust “Safe-Chuck” (model “ASC”) is the top of 
our core chucks production range, and it is the most safe, 
easy and durable chuck. It automatically resolves any rell 
clamping problems. 

The centering of the reel is always perfect, the production 
goes on fast, and the operator is completely safe. 

It has been created expressly for the corrugated 
cardboard production, and it is available in the 4” model, 
plain or even with through hole and/or flange for the 
ejection of the core. 

Code 

ø 
Core I.D. 

mm(INCH) 

A 
mm(IN.) 

B 
mm(IN.) 

C 
mm(IN.) Load

 Max N (LB) 
 Torque  max   
Nm (INCH-LB) 

X 
mm (IN.) 

ASC.01.040.02 100 (3.94) 98 (3.86) 167 (6.57) 195 (7.68) 27.000 (6069) 1.100 (9735) Upon   

request 

 SAFE-CHUCK - model ASC  single diameter 

6All data shown have to be considered for a single piece. For different dimensions, please contact our technical department. 
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Industry: corrugated cardboard production, paper & film converting 

Applications: shaftless unwinders 

Our torque-activated expanding core chucks are 
equipped with  shaped gripping jaws that expand 
using the torque of the   movement of the reel;  the 
gripping jaws, tough and durable,    guarantee the 
greatest control of the reel and a very limited     
damage to the cardboard cores.  

They can be used with cardboard, PVC or steel cores. 

The standard version (model AROT) is available even 
with core-kicker spring or with the flange for the 
ejection of the core. 
With the standard version (model AROT), they are 
available with diameters for cores I.D. from 3” to 6” 
In the modular series (model TRM), are available 
diameters for cores I.D. from 3” to12”. 

Their simple installation and maintenance and their 
competitive price allows to replace all the previously 
owned core chucks with a limited investment all the 
previously owned core chucks. 

TORQUE-ACTIVATED - model AROT/TRM
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8
All data shown have to be considered for a single piece. For different dimensions, please contact our technical department. 
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 TORQUE-ACTIVATED - model AROT  single diameter 

Core I.D. 

mm(INCH) 

A 
mm 
(IN.) 

B 
mm 
(IN.) 

C 
mm
(IN.) 

D 
mm 
(IN.) 

Expansion 

mm (IN.) 
Load  Max  

N (LB) 

Torque 

 max   Nm 
(INCH-LB) 

X 
mm (IN.) Code 

76 (3.00) 74,6 (2.94) 150 (5.91) 25 (0.98) 178 (7.01) 75-84 (2.95-3.31) 18.000 (4046) 1.150 (10178) 

request 

AROT3 

100 (3.94) 98 (3.86) 150 (5.91) 25 (0.98) 196 (7.72) 98,5-107 (3.88-4.21) 37.000 (8317) 2.500 (22126) AROT98 

102 (4.02) 100 (3.94) 150 (5.91) 25 (0.98) 196 (7.72) 101,5-109 (4.00-4.29) 37.000 (8317) 2.500 (22126) AROT100 

150 (5.91) 148 (5.83) 150 (5.91) 25 (0.98) 216 (8.50) 148,5-158 (5.85-6.22) 110.000 (24728) 5.000 (44253) AROT148 

152 (5.98) 150 (5.91) 150 (5.91) 25 (0.98) 216 (8.50) 150,5-160 (5.93-6.30) 110.000 (24728) 5.000 (44253) AROT150 

with flange for ejection  TORQUE-ACTIVATED - model AROT 

ø 
Core I.D. 

mm(INCH) 

A 
mm 
(IN.) 

B 
mm 
(IN.) 

C 
mm
(IN.) 

D 
mm 
(IN.) 

E 
mm 
(IN.) 

Load  Max  
N (LB) 

 Torque max   
Nm (INCH-LB) 

X 
mm (IN.) 

F 
mm 
(IN.) Code 

76 (3.00) 74,6 
(2.94) 

233 
(9.17) 

25 
(0.98) 

178 
(7.01) 

100 
(3.94) 18.000 (4046) 1.150 (10178) 

Upon request 

20 
(0.79) AROT3FL 

100 (3.94) 98 
(3.86) 

243 
(9.57) 

25 
(0.98) 

195 
(7.68) 

100 
(3.94) 37.000 (8317) 2.500 (22126) 40 

(1.57) AROT98FL 

AROT100FL 102 (4.02) 100 
(3.94) 

243 
(9.57) 

25 
(0.98) 

195 
(7.68) 

100 
(3.94) 

40 
(1.57) 37.000 (8317) 2.500 (22126) 

Ø
A

B C 

Ø
D
 

E F 

Ø
X
 

Ø
X
 

ØX 

X 
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Tutti i dati sono da considerarsi per singola testata. Per dimensioni differenti vi preghiamo di contattare il nostro ufficio tecnico. 

Core I.D. 

mm(INCH) 

A 
mm 
(IN.) 

B 
mm 
(IN.) 

C 
mm
(IN.) 

D 
mm 
(IN.) 

Expansion 

mm (IN.) 

Load

 Max      
N (LB) 

Torque 

 max   Nm 
(INCH-LB) 

X 
mm (IN.) Code 

E 
mm 
(IN.) 

F 
mm 
(IN.) 

100 (3.94) 98 
(3.86) 

225 
(8.86) 

40 
(1.57) 

185 
(7.28) 98,5-107 (3.88-4.21) 37.000 (8317) 2.500 (22126) 

Upon   request 

AROT98ML 195 
(7.68) 

145 
(5.71) 

102 (4.02) 100 
(3.94) 

225 
(8.86) 

40 
(1.57) 

185 
(7.28) 100,5-106 (3.96-4.17) 37.000 (8317) 2.500 (22126) AROT100ML 195 

(7.68) 
145 

(5.71) 

with core kicker spring  TORQUE-ACTIVATED - model AROT 

step chucks  TORQUE-ACTIVATED - model AROT 

ø 
Core I.D. 

INCH 

A’/A’’ 
mm    
(IN.) 

B 
mm
(IN.) 

C 
mm
(IN.) 

D 
mm 
(IN.) 

Expansion 

mm (IN.) 
Load  Max   

N (LB) 
 Torque max   

Nm (INCH-LB) 

X 
mm 
(IN.) Code 

3”/4” 74,6/100 
( 2.94/3.94) 

250 
(9.84) 

25 
(0.98) 

195 
(7.68) 84/109 (3.31/4.29) 18.000/37.000 

(4046/8317) 
1.150/2.500 

(10178/22126) 
Su richiesta 

Upon re-

quest 

AROT3/4 

3”/6” 74,6/150 
(2.94/5.91) 

250 
(9.84) 

25 
(0.98) 

216 
(8.50) 84/159 (3.31/6.26) 18.000/110.000 

(4046/24728) 
1.150/5.000

(10178/44253) AROT3/6 

AROT4/6 4”/6” 98/150 
(3.86/5.91) 

250 
(9.84) 

25 
(0.98) 

216 
(8.50) 107/159 (4.21/6.26) 37.000/110.000 

(8317/24728) 
2.500/5.000 

(22126/44253) 

Ø
A
’Ø
A
”

Ø
D
 

Ø
X
 

Ø
X
 

C B 

X 

X 
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modular series  MODULAR TORQUE-ACTIVATED - model TRM 

All data shown have to be considered for a single piece. For different dimensions, please contact our technical department.

10

For Companies that have the need to cover different 
cores I.D.  we produce the modular series of the torque-
activated chuck.  With a low price, customers can 
produce with different core diameters without any 
trouble. 

With the same hub, which always remains mounted on 
your machine, with a simple screw is possible to replace 
the adapters basing on your specific needs. 

Our product range includes 3 hubs that differ from dimension, thus to cover internal diameter 
cores from 70mm to 302mm. 

Transmisiones FU Ibérica, S.L. C/ África 17 · Polígono Industrial Can Mora · 08459 - Sant Antoni de Vilamajor · Barcelona · SPAIN

+34 93 268 18 33
fuiberica@fuiberica.com 
www.fuiberica.com  



 modular series  MODULAR TORQUE-ACTIVATED - model TRM 

 All data shown have to be considered for a single piece. For different dimensions, please contact our technical department. 
11 

Code 

A 
mm 
(IN.) 

B 
mm 
(IN.) 

C 
mm
(IN.) 

D 
mm
(IN.) 

Expansion 

mm (IN.) 

Load 
 Max
N (LB) 

 Torque max   
Nm (INCH-LB) 

  Material cage X 
mm 
(IN.) 

HUB  

(INCH) 

TRM.3.68 68,5 
(2.7) 

150 
(5.91) 

25  
(0.98) 

178 
(7.01) 68-75,5 (2.68-2.97) 18.000 (4046) 1.150 (10178) Steel 

Upon 
re-

quest 

3 

TRM.3.74 74  
(2.91) 

150 
(5.91) 

25  
(0.98) 

178 
(7.01) 74-81,5 (2.91-3.21) 18.000 (4046) 1.150 (10178) Steel 3 

TRM.3.98 98  
(3.86) 

150 
(5.91) 

25  
(0.98) 

178 
(7.01) 98-106,5 (3.86-4.19) 18.000 (4046) 1.150 (10178) Steel 3 

TRM.3.148 148 
(5.83) 

150 
(5.91) 

25  
(0.98) 

178 
(7.01) 148-156,5 (5.83-6.16) 18.000 (4046) 1.150 (10178) Steel 3 

TRM.3.297 297 
(11.69) 

150 
(5.91) 

25  
(0.98) 

178 
(7.01) 297-305 (11.69-12.01) 18.000 (4046) 1.150 (10178) Aluminum 3 

TRM.3.302 302 
(11.89) 

150 
(5.91) 

25  
(0.98) 

178 
(7.01) 302-310 (11.89-12.20) 18.000 (4046) 1.150 (10178) Aluminum 3 

TRM.4.98 98  
(3.86) 

150 
(5.91) 

26  
(1.02) 

196 
(7.72) 98-107 (3.86-4.21) 37.000 (8317) 2.500 (22126) Steel 4 

TRM.4.148 148 
(5.83) 

150 
(5.91) 

26  
(1.02) 

196 
(7.72) 148-156 (5.83-6.14) 37.000 (8317) 2.500 (22126) Steel 4 

TRM.4.198 198  
(7.8) 

150 
(5.91) 

26  
(1.02) 

196 
(7.72) 198-206 (7.8-8.11) 37.000 (8317) 2.500 (22126) Aluminum 4 

TRM.4.248 248 
(9.76) 

150 
(5.91) 

26  
(1.02) 

196 
(7.72) 248-256 (9.76-10.08) 37.000 (8317) 2.500 (22126) Aluminum 4 

TRM.4.297 297 
(11.69) 

150 
(5.91) 

26  
(1.02) 

196 
(7.72) 297-305 (11.69-12.01) 37.000 (8317) 2.500 (22126) Aluminum 4 

TRM.4.302 302 
(11.89) 

150 
(5.91) 

26  
(1.02) 

196 
(7.72) 302-310 (11.89-12.2) 37.000 (8317) 2.500 (22126) Aluminum 4 

TRM.6.148 148 
(5.83) 

150 
(5.91) 

30  
(1.18) 

216   
(8.5) 148-156,5 (5.83-6.16) 110.000 (24728) 5.000 (44253) Steel 6 

TRM.6.198 198  
(7.8) 

150 
(5.91) 

30  
(1.18) 

216   
(8.5) 198-206,5 (7.8-8.13) 110.000 (24728) 5.000 (44253) Aluminum 6 

TRM.6.248 248 
(9.76) 

150 
(5.91) 

30  
(1.18) 

216   
(8.5) 248-256 (9.76-10.08) 110.000 (24728) 5.000 (44253) Aluminum 6 

TRM.6.297 297 
(11.69) 

150 
(5.91) 

30  
(1.18) 

216   
(8.5) 297-305,5 (11.69-12.03) 110.000 (24728) 5.000 (44253) Aluminum 6 

TRM.6.302 302 
(11.89) 

150 
(5.91) 

30  
(1.18) 

216   
(8.5) 302-310,5 (11.89-12.22) 110.000 (24728) 5.000 (44253) Aluminum 6 
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