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Disc Brake: BSAK 3000 DUAL-action

Specification

BRAKING The braking torgue M, is calculated from following formula where:
TO RQUE a is the number of brakes acting on the disc

F, is the braking force according to table above [N] or calculated from formula

D, is the brake disc outer diameter [m]

F_ is the clamping force [N]

A [cm?], P [bar] and p see values below

The actual braking torgue may vary depending on friction coefficient.

D, -0,2
M,=a-F,- (027) (Nm]
Fo=F,-2-uN] | |F,=A-P-10N]

CALCULATION DUAL-ACTION
FUNDAMENTALS Weight of caliper without bracket: Approx. 130 kg

Pad width: 200 mm

Transmisiones FU Ibérica, S.L.

Pad area: (organic)

Max. wear of pad: (organic)
Pad area: (sinter)

Max. wear of pad: (sinter)

59,600 mm? (*)
10 mm (*) "(=22 mm thick)”
36,000 mm? (*)
10 mm (*) "(=22 mm thick)”

Nominal coefficient of friction: p=04

Total piston area - each caliper half: A=113.1cm?
Total piston area - each caliper: 226.2 cm?
Volume for each caliper at 1 mm stroke: 22.6cm?
Volume for each caliper at 3 mm stroke: 679 cm?
Actuating time (guide value for calculation): 0.3 sec
Pressure connection/port: 1/4" BSP
Max. operating pressure: 11.5 MPa

Operating temperature range - general

Operating temperature range - wind turbine

(For temperatures outside this range co

(*) On each brake pad.
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from -20°C to +70°C
from -40°C to +60°C
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Bolts M20 Grade 8.8

My = 305 £ 20Nm
With MoS2

Drain port

/8" BSP

Bolts M24 Grade 10.9
Mv = 740 £ 30Nm
With MoS2

Bolts M20 Grade
Mv = 430 + 20Nm
With MoS2

10.9

Pin bolts MIO (AISI 303)

My = 27 £ 2Nm

Dry

@32 (4x)

For bolt M30 grade 8.8 gg;s?yzf port
My = 1040 £ 40Nm

With MoS2

Counter bore @58x2

f" FU IBERICA

TRANSMISION DE POTENCIA

416 + C
NB! Extra 200 needed
for removal of indicator

C
D D
D [c>)
= e e =
]
[

H &
o || o
ElE
0= 170
140

Bracket and mounting bolts
are not included in brake

Distance from center of brake disc (R = Radius of brake disc)

A= 0.866 (R - 100) + 18.3
B =0.5 (R - 100) + 260
C = Brake disc thickness

D = Mounting surface width = C + 26 (nominal 24 + wanted air gab)
Mounting drawing, see drawing 490-1778
Weight: Approx.130 kg incl. brake pads (excl. bracket and bolts)

Tolerances for corner radii, Indicates Ra in pm Al dimensions in mm
angles, chamfers and threads -
according to: Description
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